ITEMS SHOWN DASHED (IN BOX) ARE SHOWN FOR REFERENCE ONLY AND ARE NOT SUPPLIED. MANUFACTURER REQUIRES ALL COMPONENTS TO PROTECT UNIT, AND PROVIDE FUTURE SERVICEABILITY. INTERCONNECTING PIPING TO BE 1-1/4".

1. DIMENSIONS ARE IN INCHES.
2. DIMENSIONING AND TOLERANCING PER CURRENT ASME Y 14.5M.
4. NPT/NPS PER CURRENT ANSI B1.20.
5. DIMENSIONAL LIMITS TO BE CONCENTRIC WITHIN .005.
6. REMOVE BURRS AND BREAK EDGES .005-.030.
7. THIN FILM OF OIL PERMISSIBLE ON THREADS. REMOVE EXCESS.
8. MACHINE FILLET RADIUS .010-.020.
9. MACHINED SURFACES FLAT WITHIN .003 IN/IN.
10. NON-MACHINED SURFACES FLAT WITHIN .009 IN/IN.
11. DIAMETERS ON COMMON CENTERLINE TO BE CONCENTRIC WITHIN .005.
12. FEATURES DEPICTED AS INTERSECTING AT RIGHT ANGLES ARE IMPLIED 90° AND THE TOLERANCE IS GOVERNED BY THE ANGULAR BLOCK TOLERANCE.
13. NOTATION FOR HAWS QA ONLY.

NOTES: (UNLESS OTHERWISE SPECIFIED)

1. REFER TO OWNER'S MANUAL FOR INSTALLATION INSTRUCTIONS

Required piping layout; not supplied; Interconnecting piping to be 1-1/4"