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NOTES:

1. WHEN INSTALLING THIS UNIT, LOCAL , STATE, OR FEDERAL CODES SHOULD BE 
ADHERED TO FOR INSTALLATION DIMENSIONS (LOCATIONS), WASTE AND SUPPLY 
REQUIREMENTS OTHER THAN SHOWN.

2. TO COMPLY WITH ANSI Z358.1-2014 FOR EMERGENCY EYEWASH OR EYE/FACE WASH:
- EYEWASH OR EYE/FACE WASH SHALL BE POSITIONED SUCH THAT FLUSHING FLUID
PATTERN IS NOT LESS THAN 33" (838mm), NO GREATER THAN 53" (1346mm) FROM
SURFACE ON WHICH USER STANDS, AND 6.0" (153mm) MINIMUM FROM WALL OR
NEAREST OBSTRUCTION.

- SHOWER SHALL BE POSITIONED SUCH THAT SHOWER HEAD IS NOT LESS THAN 82"
(2083mm) OR GREATER THAN 96" (2438mm) fROM SURFACE ON WHICH USER STANDS.

- SHOWER SPRAY PATTERN SHALL HAVE A MINIMUM DIAMETER OF 20" (508mm) AT 60"
(1524mm) ON WHICH USER STANDS. CENTER OF SPRAY PATTERN SHALL BE LOCATED
AT LEAST 16" (406mm) FROM NEAREST OBSTRUCTION.

  3   SPECIFY BURY DEPTH FOR FREEZE RESISTANT VALVE, STANDARD BURY DEPTHS ARE:
 24" [610mm] AND 42" [1067mm].

4. DIMENSIONS MAY VARY BY ±1/2" (13 mm).

33"-53"
838mm-1346mm
FLOW PATTERN

257mm
10 1/8"REQUIRED-

MK8A VALVE

SOLD
SEPARATELY

  3  

REQUIRED-
MK81A VALVE

SOLD
SEPARATELY

  3  


