
CHECK FOR VALVE OPENING SIZE

AND WHETHER IT HAS A RESTRICTING

WASHER OR NOT.

NOTES:
1. WHEN EXISTING SHOWER BALL VALVE NEEDS TO BE REPLACED WITH A NEW MODEL 

SP260 OR SP265 BALL VALVE, FIRST REMOVE AND CHECK OLD BALL VALVE, THEN:

OPTION 1: IF IT HAS A FULL PORT BUT DOES NOT HAVE A BRASS RESTRICTING WASHER 
INSTALLED IN FRONT OF THE VALVE BALL, THEN JUST REPLACE IT.

OPTION 2: IF IT HAS A FULL PORT AND A BRASS RESTRICTING WASHER INSTALLED IN FRONT OF 
THE VALVE BALL, THEN REUSE THE WASHER WHEN INSTALLING THE VALVE.

OPTION 3:  IF IT HAS A REDUCED PORT Ø(1/2"), THEN CALL HAWS TECHNICAL SUPPORT  
(1-800-766-5612) AND ASK FOR RESTRICTING WASHER.

FAILURE TO DO OPTION 2 OR 3 (IF YOUR SITUATION FITS) COULD RESULT IN THE SHOWER AND THE 
EYEWASH NOT WORKING SIMULTANEOUSLY.

HORIZONTAL CONFIGURATION

             (STANDARD)

2. FOR VERTICAL CONFIGURATION; REMOVE HANDLE, FLIP COMPLETELY TO
OTHER SIDE AND REATTACH.
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